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Welding- and assembly table TEMPUS Profi-Set

Model TEMPUS Profi-Set
Condition used
Hole diameter 28 mm mm
Stock number 2468D
Origin Germany

~ On stock

& immediately, subject to prior sale

Bargain

€ 1.890,00
€2-970,;60

General characteristics
Hole diameter 28 mm mm
Dimensions and weight
Weight 195 kg
Description
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Demo set / mint condition

consisting of:

e 1x accessories car (Delivery is galvanised)
e 4x angle stop 350 x 20 mm

e 4x adjustable angle stop 250 x 20 mm

e 15x Adjustment clamp

e 4x Multi-clamp

e 6x Stand angle, adjustable 175 x 20 mm
e 2x Stand angle, adjustable 225 x 21 mm
e 8x Stop rail 225 x 20 mm

e 10x Socket bolt

e 15x Plug holder

e 3x Ball Tension Bolt

e 4x Claw clamping bolt 28 x 100 mm

e 15x Spacer ring

Notice

Prices ex location, excluding VAT.

The General Terms and Conditions of Delivery of the Austrian Association of the Machine and Steel Construction Industry

apply.

We only sell under retention of title, the goods remain our unrestricted property until they have been paid for in full.

Price changes and errors excepted.
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